
DJI Transmission Channel & Frequency Table 

40M Bandwidth (Unit: MHz) 

Frequency 

Channel 

FCC (North America) & 

CE (Europe) 

SRRC 

(China) 

MIC 

(Japan) 

KC 

(Korea) 

1 5510 5270 5510 5770 

2 5550 5310 5550 5829 

3 5670 5770 5670 2445 

4 5270 5829 5270 / 

5 5310 5190 5310 / 

6 5770 5230 5190 / 

7 5829 2445 5230 / 

8 5190 / 2445 / 

9 5230 / / / 

10 2445 / / / 

20M Bandwidth (Unit: MHz) 

Frequency 

Channel 

FCC (North America) & 

CE (Europe) 

SRRC 

(China) 

MIC 

(Japan) 

KC 

(Korea) 

1 5500 5260 5500 5770 

2 5520 5280 5520 5829 

3 5540 5300 5540 2445 

4 5560 5320 5560 / 

5 5580 5760 5580 / 

6 5660 5786 5660 / 

7 5680 5812 5680 / 

8 5700 5838 5700 / 

9 5260 5180 5260 / 

10 5280 5200 5280 / 

11 5300 5220 5300 / 

12 5320 5240 5320 / 

13 5760 2435 5180 / 

14 5786 2461 5200 / 

15 5812 / 5220 / 

16 5838 / 5240 / 

17 5180 / 2435 / 

18 5200 / 2461 / 

19 5220 / / / 

20 5240 / / / 

21 2435 / / / 

22 2461 / / / 

 

Notes: 

1. 5510 MHz=5.510 GHz. 

2. Due to local regulations, the 5.1/5.2/5/8 GHz frequency are prohibited in some countries and the 

5.1/5.2 GHz frequencies are only allowed for use indoors in some countries. 5.600-5.650 GHz is 

not used. 


